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MNM Fatalities – 2000 - 2016 

4/11/2017 
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2 fatalities through 
March 15, 2017 



MNM US Mines - Fatality and All-Injury Rates 
CY 1977 – 2016 
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MNM MINES – NUMBER OF CITATIONS AND ORDERS  

CY 2010 – 2016 
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MNM Dollar Amount Assessed  
CY 2000-2016 
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MNM Fatality #1 in 2017 

On January 25, 2017, a 
miner was found in an 
underground limestone 
mine after failing to exit the 
mine at the end of the 
shift.  The miner was located 
under material that had 
fallen from the rib in an area 
of the mine that had been 
barricaded to prevent entry 
due to bad roof and rib 
conditions. 
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FALL PROTECTION 

• 29 miners died over 
a 10-year period. 

 

• Best Practices 

 

• Released in March 
2017 
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Regulatory Issues 

• Examinations of Working Places in Metal and Nonmetal Mines 

- Next action: proposed rule; delay of effective date 
- Comment period closes on April 26, 2017 

  
• Exposure of Underground Miners to Diesel Exhaust 

- Next action:  Request for Information, reopening of the comment period. 
- Comment period closes on January 9, 2018 

 

• Proximity Detection Systems for Mobile Machines in 
Underground Mines  

- Next action: Proposed rule; extension of comment period 
- Comment period closes on April 10, 2017 
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